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Code being amended:   Commercial Provisions  Residential Provisions 
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Code Section # C409.1  

Brief Description:  

Clarify intent of Section C409.1 in regard to exceptions for source vs end use metering. 

Proposed code change text: (Copy the existing text from the Integrated Draft, linked above, and then use underline for 

new text and strikeout for text to be deleted.) 

 

C409.1 General. All new buildings and additions shall have the capability of metering all source energy 

usage per C409.2 in addition to the source energy for on-site renewable energy production in accordance 

with Section C409.2.4 and the end-use energy usage for electric vehicle charging in accordance with 

Section C409.3.4. New buildings and additions with a gross conditioned floor area over 25,000 square 

feet shall comply with Sections C409, C409.2, C409.3, C409.4. New buildings and additions shall be 

equipped to measure, monitor, record and display energy consumption data for each energy source and 

end use category per the provisions of this section, to enable effective energy management. Existing 

buildings shall comply with the energy metering provisions of Section C409.5C506.1. 

Exceptions: 

1. Tenant spaces smaller than 25,000 ft2 within buildings if the tenant space has its own utility 

service and utility meters shall comply with Section C409.2 and are exempt from the end-

use metering, measurement devices, data acquisition system and energy display 

requirements of Sections C409.3 and C409.4. 

2. Buildings in which there is no gross conditioned floor area over 5,000 square feet, including 

building common area, that is served by its own utility services and meters shall comply with 

Section C409.2 and are exempt from the end-use metering, measurement devices, data 

acquisition system and energy display requirements of Sections C409.3 and C409.4. 

C409.1.1 Alternate metering methods. Where approved by the building official, energy use metering 

systems may differ from those required by this section, provided that they are permanently installed and 

that the source energy measurement, end use category energy measurement, data storage and data 

display have similar accuracy to and are at least as effective in communicating actionable energy use 

information to the building management and users, as those required by this section. 

C409.1.2 Conversion factor. Any threshold stated in kW shall include the equivalent BTU/h 

heating and cooling capacity of installed equipment at a conversion factor of 3,412 Btu per kW at 

50 percent demand. 

C409.1.3 Dwelling units. See Sections C404.9 and C405.7 for additional metering requirements for 

Group R- 2 dwelling units. 
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Purpose of code change: 

Clarify intent of code to make code more enforceable. 
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Your organization Rushing 
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Instructions:  For use with Coordination, Clarifications & Corrections ONLY.  Send this form as an email attachment, 

along with any other documentation available, to: sbcc@ga.wa.gov. For further information, call the State Building Code 

Council at 360-407-9277.  
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